PARKER-KALON 

COMBINATION BENCH AND HAND PUNCH 

The Parker-Kalon No. X.X. Punch has a throat opening of 2Vi" 
deep by 2Vs " high. It will punch clean holes with remarkable ease in 
all gauges of sheet metal within its capacity, which is Va" hole in 
14 gauge, Va" hole in 16 gauge, 1 7 /n' hole in 18 gauge, or equiva¬ 
lents. The punches and dies are quickly and easily changed. 

Frame and handle are steel forgings and all moving parts are 
of tool steel individually hardened and tempered. Complete with 
bench stand, gauge, stripper, and one punch and die of any stock 
size. (Punches and dies for the X.X. are stocked in a range of sizes 


PARKER-KALON HAND PUNCH 

No. O.X. Complete with 7 punches and dies (one each W, Vs", Vn', V\6 , W, 
Va", 1 7 Aa") in sturdy steel tool case. 

Toggle joint construction gives 48 pounds of pressure for each pound of 
pressure exerted on handle. Handle and frame made of high carbon steel 
forgings. Hardened steel side links. Front pointer and side gauge. Measures 
8" overall. Weight 2 s /a pounds. Depth of throat with gauge in place, \ "—with 
gauge removed, 1 Va". Space between punch and die V\i . Will punch holes up 
to Va" diameter in 14 gauge steel or equivalent. 


from Vn" to 1 7 /n' by 32nds.) 















